
SALES REP DATE MODEL YEAR

CUST CONTACT

LOAD PROFILE

VOLUME

WEIGHT

FULL BODY POLISH

LENGTH (ft)

WIDTH (in)

SIDE WALL HEIGHT (in)

SIDE END PANEL(S) TYPE & QTY

BOX LINER

TOP RAIL FINISH

FLOOR 

CROSS MEMBER

TOW MOTOR PACKAGE

VIBRATOR  

STEPS D.S. P.S.

BULKHEAD TYPE

BULKHEAD HEIGHT

SHOVEL HOLDER

RECOMMENDED HOIST

9' HYDRAULIC HOSE STANDARD

DOGHOUSE TYPE

BULKHEAD STEPS

MAN DOOR

TAILGATE SLOPE

TAILGATE TYPE

REAR TAILGATE SEAL

TAILGATE LOCKS

WINDER LOCKS

ANGLE ON TOP OF GATE

SPREADER CHAINS

GATE STEPS

COAL/GRAIN CHUTE

SOCK ADAPTOR

DRAFT ARMS

BREAK AWAY PIN

FIFTH WHEEL P/U PLATE

KING PIN HEIGHT (IN)

FRONT FLAPS

REAR FLAPS

TIRE CARRIER

AIR TANKS

TOW HOOKS

LANDING GEAR

ENCLOSURE FOR SWITCHES

QUANTITY OF RIDE AXLES

AXLE SPACING  

SUSPENSION HANGERS

SUSPENSION FOR RIDE AXLES

AXLE TYPE

LIFT KIT

8-5-285

TAIL GATE

SUSPENSION

ALUMINUM DURA-WALL ®  FRAMELESS  END DUMP TRAILER

                                                                  BODY SPECIFICATIONS                              (TYPE COMMENTS BELOW)

COMPANY

ADDRESS

BULKHEAD

V.I.N.(QUOTE)

CHASSIS 

1

NONEBACK OUTSIDE

NO CHUTE

NO

CUSTOMER INFORMATION

SIDE WALL PANELS

FAX

E-MAILSTATE

2024

TRANS EQUIPMENT

4 INCH EXTRUDED C CHANNELS - STANDARD

NO

NONE

6061 ALUMINUM EXTRUSION

1/4" WITH 3/8" LAST 10'

0

NONE

3/16" 5083 ALUMINUM - RADIUS CORNERS

CITY

ZIP CODE

2

HEND INTRAAX AAT 30K-(15/1719) AL-DISC

INTRAAX 

18 INCHESKING PIN SETTING FROM FRONT OF FRAME

40.0 ft.

102 INCHES

72 INCHES

STANDARD 1/8 x 3/32 

STANDARD 1/8 x 3/32 

AXLE CONFIG TANDEM

72 yds

STANDARD

QTY

TEL

49 INCHES

STAINLESS STEEL (STANDARD)

(STD.) JOST A450 - 10 YEAR NO LUBE - D.S.

NONE

12" ALUMINUM AIR TANKS

NONE

RUBBER FLAPS FULL WIDTH

FULL HEIGHT PANELS FULL WIDTH (POLISH)

HEND. UBL-003 (INTRAAX AAL) 1

122

GALVANIZED

72 INCHES

5/16 INCHES

NONE

CUSTOM HOIST 

NO

24 inches

NO

NO CHUTE

NO

WINGED

STANDARD

YES ON D/S

STRAIGHT

OVERSLUNG W/2 WAY & GROUND CONTROL

STANDARD WITH ALL TRAILERS

NONE

AIR BOOSTER

5X3 INCH EXTRUDED ALUMINUM 

NONE

YES

2    (AT SIDES OF TAILGATE)

NO

MIKE LEACH

13,200



ABS

BRAKES

SUSPENSION CONTROL

HUB METER

AMOUNT OF LIFT AXLES

STEER/LIFT SUSPENSION

STEER AXLES

LIFT KIT

LIFT CONTROLS

SUSPENSION CONTROLS

RIMS (RIDE)

TIRES (RIDE)

RIMS (LIFT/STEER)

TIRES (LIFT/STEER)

TIRE INFLATION SYSTEM

CHROME TOP HATS

LIGHT TYPE

LIGHT PANEL

LICENCE PLATE PANEL

LIGHT SHEILD 

2" MARKER LIGHTS

BACK UP LIGHTS

TARP SHIELD LIGHTS

MIDTURNS

CHASSIS FINISH

CHASSIS COLOR

BOARD COLOR

DOCUMENT HOLDER

TARP  MODEL

TARP CONTROL

TARP COLOR

SQUARE OFFS

TARP BASKET

TARP SUPPLIES

WEIGHT

IN THE SIDE RAIL (STD)

NONE

NONE

PAINT

NONE

72 CUBIC YARDS

FREIGHT

SPECIAL NOTES:

 CUBES

ALCOA HP 22.5X8.25 10 HOLE 2 MACHINED 2 POLISHED

NONE

CONTINENTAL HSR-2 11R 22.5 16 PLY

NONE

0

RIMS AND TIRES

NONE

DISC

FULL HEIGHT PANELS IN FRONT OF FRONT AXLE CENTER ENCLOSURE AND BEHIND FRONT AXLE WITH RUBBER ENCLOSURE

FULL HEIGHT PANELS IN FRONT OF REAR AXLE WITH ALUMINUM CENTER ENCLOSURE

GALVANIZED HANGERS, PICK UP PLATE AND HINGE ASSEMBLY

APPROVAL

TRADE IN

LIGHTS

LIFT AXLE / STEER

 17" FRONT AXLE RIDE HEIGHT   14" REAR AXLE RIDE HEIGHT  DISCS 

 

NONE

BOW HOLDERS

BOWS

 

NO LIGHTS STD

F.E.T.

SUB TOTAL

GROTE L.E.D. W/ GROMMET

1/4" X 2" LIGHT SHIELD STANDARD

2S1M WABCO

NO

NO

NONE

NONE

NONE

NONE

NONE

NONE

NONE

NO

NONE

ELECTRIC 

NONE

1 PAIR

BLACK

NONE

STANDARD (ROUND) HOLDER

NONE

TARP SPECIFICATIONS

MILL FINISH W/ STEEL COMPONENTS PAINTED

OOOOOOOOOOOOO(13) 4" LIGHTS STRAIGHT ACROSS  

PENNY LIGHTS EVERY OTHER PANEL TOP AND BOTTOM WITH CHROME RINGS

13,200

$0.00

$0.00

F.O.B. EPHRATA,PA , USD TOTAL

19 EACH SIDE TOP & BOTTOM


